
H48 Belt Drive Fan with Shutter

417050

ITEM NUMBER

The H48 exhaust fan is
DEL-AIR’s first fan developed in
the new Hurricane Series format.
Standard equipment includes
polyethylene housing, fiberglass
orifice, inside shutter, new
A U T O M A T I C  B E L T
TENSIONER, and an outlet
screen. A winter door and
discharge cone are available as
options.
The fan can be sold without a
motor and requires a customer
supplied 1.5 hp motor. Most
parts are user replaceable
making this fan a snap to
maintain.

APPLICATION

The H48 fan is ideally suited to
applications requiring high
capacity and reliable control of
ventilation rates.  The motor can
be purchased locally by the
customer or, DEL-AIR can
supply.
All components are made of
corrosion resistant materials.
This fan is meant to be an on/off
summer fan and is meant to run
at full speed at all times.  This
fan will make an excellent tunnel
fan or wall exhaust fan for large
confinement livestock facilities.

OPERATION

Wiring Diagram

Fan Performance Data
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Test data from B.E.S.S. Lab (01138).  Tests are
for fan with shutter and cone installed.
Motor was an Emerson 1.0 hp, 3 phase
motor.  Performance at 0.15 s.p. is 18818
cfm, 14.4 cfm/watt.

Other Info ->

Emerson Three
Phase motor or
Magnatek single
Phase motor can be
supplied by
DEL-AIR.

Shipping details
subject to quantity
of fans orders.
Some parts will
stack. Call us for
specific shipping
details.

Special Instructions

57.4Volume  ft^3

1Package of

Box
Shrink Wrap

Pallet
Other…
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H48 Belt Drive Fan without Shutter

417050

ITEM NUMBER

The H48 exhaust fan is
DEL-AIR’s first fan developed in
the new Hurricane Series format.
Standard equipment includes
polyethylene housing, fiberglass
orifice, inside shutter (optional),
new AUTOMATIC BELT
TENSIONER, and an outlet
screen. A winter door and
discharge cone are available as
options.
The fan can be sold without a
motor and requires a customer
supplied 1.5 hp motor. Most
parts are user replaceable
making this fan a snap to
maintain.

APPLICATION

The H48 fan is ideally suited to
applications requiring high
capacity and reliable control of
ventilation rates.  The motor can
be purchased locally by the
customer or, DEL-AIR can
supply.
All components are made of
corrosion resistant materials.
This fan is meant to be an on/off
summer fan and is meant to run
at full speed at all times.  This
fan will make an excellent tunnel
fan or wall exhaust fan for large
confinement livestock facilities.

OPERATION

Wiring Diagram

Fan Performance Data
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Test data from B.E.S.S. Lab (01137).  Tests are
for fan with cone installed but without
shutter.  Motor was an Emerson 1.0 hp, 3
phase motor.  Performance at 0.15 s.p.
estimated at 22,000 cfm.

Other Info ->

Emerson Three
Phase motor or
Magnatek single
Phase motor can be
supplied by
DEL-AIR.

Shipping details
subject to quantity
of fans orders.
Some parts will
stack. Call us for
specific shipping
details.

Special Instructions

57.4Volume  ft^3

1Package of

Box
Shrink Wrap

Pallet
Other…
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